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.118  REF3.00

.745  REF (TYP)18.92

.276 REF7.01

.650±.020 16.50±0.508"A"

"A"

1

3

4

ITEM NO. PART NUMBER QUANTITY MATERIAL

1 ASP-125450-03-B 1.0000 VECTRA E130i, COLOR: BLACK

2 T-1S60-03-L 128.00 PHOS BRONZE, 510 SPRING TEMPER

3 ASP-132421-01-B 1.0000 VECTRA E130i, COLOR: BLACK

4 T-1G1-03-L 2.0000 PHOS BRONZE, 510 HALF HARD TEMPER

5 K-DOT-.276-.375-.005 1.0000 POLYIMIDE FILM (KAPTON)

6 TRAY-QXX002-PR-03-AP-T-A 1.0000 ANTI-STATIC BLACK HIPS

.4043- .0010
+.0030 10.269-0.025

+0.076

(SEE NOTES 7 & 8)

.281  REF7.14

.037 0.94
REF

.098  REF2.49

.015  REF0.38

SECTION "A"-"A"

(SEE NOTE 8)

2

.004 [0.10]

.265 6.73
REF

1.515  REF38.48

C1

C2

1.575  REF40.01

.788  REF20.00

.155  REF3.94

.644  REF (TYP)16.36

.008  REF (TYP)0.20

.235 5.97
REF

.276 7.01

.020 0.51.0197 [.500]
31 EQ SPACES @

.027  REF0.69
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5

F

.035 0.89
REF

.053 1.33
REF

.038 0.95
REF

.409 10.40
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UNLESS  OTHERWISE  SPECIFIED,
DIMENSIONS ARE IN INCHES.
TOLERANCES  ARE:
DECIMALS                     ANGLES
.XX: .01[.3]                 2
.XXX: .005[.13]
.XXXX: .0020[.051]

MODIFIED QTH ASSEMBLY
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DESCRIPTION:

PROPRIETARY NOTE
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SHEET SCALE: 2:1

PLATING:
 TERMINAL & GROUND PLANE
 CONTACT AREA: .000010 GOLD OVER .000050 NICKEL
 REMAINDER: .000150 MATTE TIN OVER .000050 NICKEL

F:\DWG\SW\ASP\132000\ASP-132424-01.SLDDRW

ASP-132424-01 NOTES:
 1. 64 POSITION QTH IS NON-STANDARD.
 2. USE ASP-125450-03-B & ASP-132421-01-B.
 3.          REPRESENTS A CRITICAL DIMENSION.
 4. MINIMUM PUSHOUT FORCE: .5 LB.
 5. MINIMUM GROUND PLANE RETENTION: 1 LB.
 6. PARTS TO BE MOLDED TO POSITION.
 7. MAXIMUM VARIANCE OF .002[.05]. APPLIES TO SIGNAL OR GROUNDS 
     INDEPENDENT OF THE GROUND OR SIGNAL PINS RESPECTIVELY.
 8. GROUND PLANE PRESS HEIGHT MUST BE .003 [.07] LESS THAN THE MAXIMUM HEIGHT
     OR .002[.03] GREATER THAN THE MINIMUM HEIGHT OF SIGNAL PIN.
 9. PARTS TO BE PACKAGED IN TRAYS.

REVISION

520 PARK EAST BLVD, NEW ALBANY, IN 47150
PHONE: 812-944-6733       FAX: 812-948-5047
e-Mail: info@SAMTEC.com          code: 55322



1.515 38.48

.0120  (TYP)0.30

.0250  (TYP)0.64

.1850  (TYP)4.70
(TYP-2 PLCS PER BANK)

.0570  (TYP)1.45

.1000  (TYP)2.54
(TYP-2 PLCS PER BANK)

.0400  1.02
(NPTH TYP)

.0800  (TYP)2.03

.0415  (TYP)1.05

.0586 1.49 .6104  (TYP)15.50

.7875  (TYP)20.00

.0273  (TYP)0.69

.2500  (TYP)6.35

.2075  (TYP)5.27

.0197  (TYP)0.50

.6650  (TYP)16.89

.7875  (TYP)20.00

.1215  (TYP)3.09

RECOMMENDED PCB LAYOUT

ALL DIMENSIONS ARE SYMMETRIC ABOUT THE CENTERLINE
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